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After preparation of the necessary technical documentation as well as the EU declaration of conformity the 
required CE marking can be affixed on the product. The declaration of conformity is issued under the sole 
responsibility of the manufacturer. Other relevant EU-directives have to be observed.

TÜV SÜD Product Service GmbH • Certification Body • Ridlerstraße 65 • 80339 Munich • Germany

Holder of Certificate: HUIZHOU FORYOU OPTOELECTRONICS
TECHNOLOGY CO., LTD
No.1 North Shangxia Road, Dongjiang Hi-tech Industry Park
516005 Huizhou, Guangdong Province
PEOPLE'S REPUBLIC OF CHINA

Product: Recessed luminaires
(Slim Spot Downlight)

This Attestation of Conformity is issued on a voluntary basis according to the Low Voltage Directive 
2014/35/EU relating to electrical equipment designed for use within certain voltage limits. It confirms 
that the listed equipment complies with the principal protection requirements of the directive and is 
based on the technical specifications applicable at the time of issuance. It refers only to the particular 
sample submitted for testing and certification. For details see: www.tuvsud.com/ps-cert

Test report no.: 6814020030801

Date, 2020-07-17

( Taylor Yao )
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Model(s): YA25L-NW005-XX3W-2C; 
YA25L-NW005-XX3W-2N; 
YA25M-NW005-XX3W-2N
(‘XX’ stands for CCT of LED, can be 27 to 65, 
e.g. 27=2700K, 65=6500K)

Brand: ADAYO

 

Parameters:
Rated Voltage: 220-240VAC
Rated Frequency: 50/60Hz
Rated Power: 4.5W [YA25L-NW005-XX3W-2C]; 
                       4.9W [YA25M-NW005-XX3W-2N; YA25L-NW005-XX3W-2N]
Protection Class: II
Degree of Protection: IP20
Blue Light Risk Group: RG1

Tested 
according to:

EN 60598-2-2:2012
EN 60598-1:2015/A1:2018
EN 62493:2015
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This certificate has been digitally signed by TÜV SÜD Product Service GmbH on behalf of the certificate issuing certification body as named in the pdf document's footer.
 
The sole responsiblity for the content of the certificate is with the certificate issuing certification body.




